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Via Guareschi, 2

Your expectation,
our standard.

Customers expect the best from
System-Plast; we are committed to
delivering nothing less. In every phase
of our operation, from engineering, to
production, to sales and assistance,
System-Plast is committed to
complying with the stringent
standards of 1SO 9001.
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Via San Giuseppe, 54

Quality

When you are looking for a quality conveyor component, look at System Plast.

We put our Leadership on the line for you.

Our complete range of products combines stainless steel, carbon steel, aluminium and engineered
plastics to achieve reliability, superior performance and a compact design.

As one of the world’s leading suppliers of conveyor components, System Plast has a tradition

of innovation that dates back to 1985 when we entered into this field.

System Plast Components have become the standard of design and performance to a wide range
of

industries, including conveyor manufacturing, material handling, power transmission, packaging
and many more. In addition to manufacturing excellence, System Plast has earned a reputation for
outstanding customer service, offering a full range of design, custom fabrication and support
services.

We hope you will now take a moment to look through this comprehensive catalogue.

Then, when you are ready to discuss your needs with the nearest System Plast representative,
please consult the back cover of this catolog for further details about our sales network.

We are able and eager to assist you setting up a smooth running line.

The components you want, when and how you want them.

System Plast is ready and able to satisfy your needs with quick answers and delivery of standard or
custom made products. Our customers around the world know that the shortest distance betwe-
en a problem and its solution is to call us: innovations, research, engineering and production are
always under a strict control to improve our service and products.

Call our engineering experts.

To order the products you have selected, or to get expert advice in choosing the right ones for
your application, call System Plast’s Application Engineering Department at (035) 83.51.301.
We'll be happy to provide the information and advice you need.

And we’ll work to ensure prompt processing and delivery of your order.
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System Plast offers a complete
line of products to answer all your
production needs.

CONVEYOR COMPONENTS

- Drive sprockets, idler wheels, corner discs.
- Chain return components.

- Lateral guides and guide rail clamps.

- Adjustable heads and knobs.

- Side mounting and support heads.

- Threaded tube ends.

- Thermoplastic chains.

- Straight and corner tracks.

- Cross clamps.

- Guide rail brackets and drip tray supports.
- Hinges and handles.

- Support bases and levelling elements.

BEARING SUPPORTS

- Flanged bearing support.

- Pillow block support.

- Take-up support.

- Cartridge/take-up support.

- Support for shafts from @ 12 to @ 40 mm.

- Flanged bearing support in stainless steel.

- Compact pillow block support.

- Cartridge support.

- Support with high corrosion resistance.

- Nolu-Clean antimicrobial material available.

LEVELING PADS

- Thermoplastic, steel and stainless steel supporting feet.
- Fixed feet.

- Threaded tube ends.

- Articulated feet with or without mounting holes.
- Vibration absorbing feet.

- Support bases

STRUCTURAL COMPONENTS

- Connecting joints.

- Panel clamps.

- Fixing block.

- Spring loaded latch.

- Tube ends and closing caps.
- Mounting profiles.

- Profile for plain tubes.

- Magnetic lock.

- Hinges and handles.

CONVEYOR CHAINS

- Straight running .
chains. { '
- Sideflexing chains
magnetic system.
- Sideflexing chains with
rubber pads.
- Sideflexing chains.

- Straight running chains with rubber pads.
- Straight and corner tracks.

MODULAR BELTS

- Flat top belts ‘
- Belts with low noise

accumulation rollers
- Grip top belts
- Flush grid belts l‘p
- Sideflexing flat top chainbelt
for magnetic system
- Sideflexing flush grid chainbelt
for magnetic system



Conveyor Line

Our range

Conveyor Line
All that is necessary
where quality is concerned.

Conveyor Line is the name given to the widest product line
bearing the System Plast name and it includes an infinite
number of components for the setting up of automated
goods handling systems.

The almost limitless choice and innovative solutions offered
make it possible to arrange systems suitable for the most
diverse production requirements.

The material used can withstand particulary difficult wor-
king

conditions, and the structural simplicity of each component
facilitates the procedures of sanification of an entire plant.
Drive spockets, return parts, guides, clamps and all kinds of
brackets, all produced according to the strict System Plast
quality standard that has for years guaranteed optimum
results.

- Drive sprockets, idler wheels, corner discs.
- Chain return components.

- Lateral guides and guide rail clamps.

- Adjustable heads and knobs.

- Side mounting brackets and support heads.
- Threaded tube ends.

- Thermoplastic chains.

- Straight and corner tracks.

- Cross clamps.

- Guide rail brackets and drip tray supports.
- Hinges and handles.

- Support bases and leveling elements.



CONTENTS OF CONVEYOR LINE CATALOGUE

Conveyor
components
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CONTENTS OF CONVEYOR LINE CATALOGUE

Conveyor
components b SYSTEM FRAME ACCESSORIES 281 - 287
ﬁ ’ TUBE ENDS 319-322
Technical
informations INTERNATIONAL SYSTEM (SI) a3
CONVERSION FACTORS T
APPLICATION TEMPERATURES 330
Index NUMERICAL INDEX 331-352
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KEY TO SYMBOLS OF CONVEYOR LINE CATALOGUE

SIZES FEATURES
D SIZE HEX HEAD BOLT MATERIAL
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LENGTH OF COIL Longer nut design allows clamp to be
opened while assembly stays intact!

Ferick Claw Assembly to the rail is much quicker.
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POLYETHYLENE WEAR STRIP

C = Preferred type, readily available (codes marked in red)

oL

Polyethylene
UHMW

Nolu-S

WEAR STRIP
Material:
Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C. 50 88 50
Water absorption coefficient = 0. 825 55 825
o
Cod.1 9004‘ ‘Cod. 19004
4
- (_code e o =t
o “’T 19004N Black - |
20 ! 19004V ) 60m 60m  PE Green
50 88 50
: I T '
§ 82.5 5.5 82.5 §
= e
Cod.1 9001‘ ‘CodA 19001
4
24; e a 0 . a [ : = 7‘ - 7 ]
: Ty Material
oo I cocc ) R
wn | — U
T2 19001N PE Black
20 19001V - 60 m 60 m PE Green
19001NS Nolu-S Grey
50 ‘ 388 : 50
825 55 825
¥ 1 § 1 X
3 o Cod.1900; ‘Cod.19005 |
‘ 4
s S co:- 800860 M s
(o))
19005N PE Black 1 A I | I B
i3 19005V - 60 m 60 m PE Green H L
3 23 19005NS Nolu-S Grey
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POLYETHYLENE WEAR STRIP

C & Preferred type, readily available (codes marked in red)

oL

Polyethylene Nolu-S
UHMW

WEAR STRIP

Material:

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

50 88 50
82.5 5.5 82.5

[
|
|
T
T

J 2 ‘ n|
1 LT
Cod. 19005 Cod. 19005

5.5 4
T T N [T 71 == [T T1 ]
s S o @ O 0 @ i e
19005N-SP Black i T
5.5 - PE
19005V-SP 60m ~ 60m Green
25.5
50 88 50
: ] — r :
82.5 5.5 82.5
[
2.8 " Cod.1 900; ‘Cod4 19003 /
%) - 4
= [ Code s
Rs 10 \ R1.3 19003N PE Black | S | gy S
o 19003V PE Green )
135 |
21 19003NS Nolu-S Grey
Notes: applicable from 2.5 to 4 mm thick sheet metal.
50 ‘ 88 : 50
82.5 5.5 82.5
| |
28 2 Cod.19007‘ ‘Cod.19007
—— 4
@ ] 0 0 M 0
: SSER o ) T =
RS /10 J\M 19007N PE Black B
135 | 19007V - 60m  60m PE Green
21 19007NS Nolu-S Grey

Notes: applicable from 2.5 to 4 mm thick sheet metal.
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POLYETHYLENE WEAR STRIP

C = Preferred type, readily available (codes marked in red)

23
5.8
[aa]
e ] """
e b
11 ”’.
m
19
i m
n 2o
(o)) m )
3 —
19
]‘
= ? o
P13
25
O —E
)
n NI
o m -
3 —
19

10 { CONVEYOR COMPONENTS - MCC11014E -

WEAR STRIP
Material:

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.

Water absorption coefficient = 0.

P ode Q 00260 ————

Polyethylene
UHMW

. 825 55 85 |
J A ——
Cod. 19091 Cod. 19091

4

19091N Black

19091V - 60m  PE reen

[ Code Ref. e o 0 @ a
19500058-3M VG-P18CC-3M - 30m

19500058-6M VG-P18CC-6M 6 m - 60m PE  White
19500058-30M  VG-P18CC-30M - 30m  30m

Ref.

000986

19500029-30M

VG-JS3-075-125-30M

- 30m 30m PE White

Ref.

0090

19500015-3M
19500015-6M
19500015-30M

VG-JS100-125-3M
VG-JS100-125-6M
VG-JS100-125-30M

- 30m
6m - 60 m PE
- 30m 30m

White

Form 22001E - © System Plast S.r.l., 2008 - 2011 - All Rights Reserved



POLYETHYLENE WEAR STRIP

C & Preferred type, readily available (codes marked in red)

Polyethylene
UHMW

WEAR STRIP

Material:

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

AS SIDE GUIDE

D B
e P | ™ Code | Ref. e O 6 @ 0
"™ 3 ‘: 19500018-3M VG-JS100-188-3M 3m - 30m
3 19S00018-6M VG-JS100-188-6M 6m - 60 m PE White
19 19S00018-30M VG-JS100-188-30M - 30m 30m
™ Code | Ref. 9 O @ @ 0
[0 f
9 ™| 19S00011-30M VG-J100-125T-30M - 30m 30m PE White
3
2 0020
o ™ Code | Ref.
|
2‘ 2 ‘ ————————————————————— 19500012-30M VG-J100-188-30M - 30m 30m PE White
f o
3
38
; ™
. ™ Code | Ref. 9 O 6 @ 0
n N T
o nﬂ - . 19500020-3M VG-JS150-125-3M 3m - 30m
3 — 19500020-6M VG-JS150-125-6M 6m - 60 m PE White
— 19 19500020-30M VG-J5150-125-30M - 30m  30m
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POLYETHYLENE WEAR STRIP

@@ Preferred type, readily available (codes marked in red)

Material:

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

AS SIDE GUIDE

.

Polyethylene

UHMW

o

Nolu-S

090

= m[ Ref. e o
2 ~ ] rrrrrrr 19500021-3M VG-JS150-188-3M 3m ) 30m PE White
| ™ m{ 19500021-6M VG-JS150-188-6M 6m 60 m
3 —
19
51
m [ EICHE]
Ref.
o
(o)}
” 5 ™ 19500023-3M  VG-JS200-125-3M 3m ) 30M  be \White
3 19 19500023-6M VG-JS200-125-6M 6m 60 m
51
n
o 90090606
—| ™
* : 19500024-3M VG-JS200-188-3M 3m . 30m PE White
.3 19 19500024-6M VG-JS200-188-6M 6m 60 m
22
(32}
E 0009
n r\g¢ ,,,,,,,,,,,, 19500016-3M VG-JSL075-125-3M 3m - 30m PE White
|
|y m| ™ 19500016-6M VG-JSL075-125-6M 6m - 60 m PE White
- 19500016-30M VG-JSLO75-125-30M - 30m 30m PE White
3
19 19S00016NS-30M  VG-JSLO75-125-NS-30M - 30m 30m Nolu-S Light Grey
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POLYETHYLENE WEAR STRIP

@@ Preferred type, readily available (codes marked in red) )

Polyethylene
UHMW

©

Polyamide

Acetal resin

Material:

AS SIDE GUIDE Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

22
19 " Ref.

) e — 19500017-30M VG-JSL075-188-30M - 30m  30m PE  White
3
19
23
3
Material
At Ref.
[aa]
(q_¢ 19500014-3M VG-JEL-078-125-3M 3m ) 30m PE White
— < 19500014-6M VG-JEL-078-125-6M 6m 60 m
125

L @ 000
. H Ref. e e Min. Max.

PN
i o 14500086 VG-750-10 19 5 12.5

,,,,,,,,,,,,,,, L 3
— [|£ T 14500087  VG-750-20 25 3 6.5 19  n°100 PA-POM -
= U= Wiy 14500088 VG-750-30 38 3 19 32

Countersink '
UHMW
! v | POM
WY N W™ Ny
N\ N\ AN N\ \\:
SN d o
STEEL )
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POLYETHYLENE WEAR STRIP

C = Preferred type, readily available (codes marked in red)

Polyethylene Nolu-S
UHMW

WEAR STRIP
Material:
Extruded ultra high molecular weight polyethylene. 50 85 50

Max. continuous service temperature in air 90° C.

[
Water absorption coefficient = 0. 82 > 2 5 82 >

F’:Lﬂuu \IHHJ:TJ\?
s 0080 57

84 1 84
- C\[ 19045N Black ; ;
i N S 19045V 6m - 30m PE Green A e e B B
‘ ‘ 19045NS Nolu-S Grey
M1 o s

50 90 50

<
82 5 7.5 82 5

;/%ll |L¥;3\
" I I_m[ [ Code e o 0 @ a wjﬁ-jﬂ 77777 |

40.5 C T 19075N i 30m o Black : ‘ ‘895| ‘ 1 ‘ ‘89.5| ‘
45 19075V Green M

4
4 e
= am O00O0 | —=

m ! 19002N ] Black 1T [—[—"
19002V 60m 60m  PE o en — ——

14 CONVEYOR COMPONENTS - MCC11014E - Form 22001E - © System Plast S.r.l., 2008 - 2011 - All Rights Reserved



POLYETHYLENE WEAR STRIP

- Preferred type, readily available (codes marked in red)

Polyethylene
UHMW

WEAR STRIP
Material:
Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C. <0 5] 50
Water absorption coefficient = 0. ; i L88 | \
- 82 555 82 5
P;uw | \ 7 O \ \ \U:T]\
Cod. 19006VN
oA
. N coc- e ————
19006LN Black T
31 19006VN ) 60m 60m  PE Green
43

v Y == 900@0 El%i

3 S 19006N ] Black || i
" 19006V Om 60m  PE  een g

I —
” o
o & e a 0 @ a gl
89.5 .
w3 [ code D e
45 19076N Bk [ ————
19076V - 3om PE o N
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POLYETHYLENE WEAR STRIP

C = Preferred type, readily available (codes marked in red)

Polyethylene Nolu-S
UHMW

WEAR STRIP

Material:

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

50 85 50

\ \
82.5 2.5 82.5

62 ’ | iy | 5
< AT a1 {1
N 00080 S
m Cod. 19067 Cod. 19067
19067N PE Black ‘ :
19067V - 60 m 60 m PE Green
19067NS Nolu-S Grey il |

Notes: use for spacer code 14349.

as 2009 O

19008N 20x3 Black 7 20 r @ 0 30

19008V 20x3 Green ‘ 825 5.5 82.5

19009N 20x5 Black | 1 I 1

19009V 20x5 Green ‘ | |

- 19010N 25x3 Black Cod. 19008 Cod. 19008

19010V 25x3 Green 4

19011N 30x3 Black e LT 77 [T T1

19011V 30x3 Green 1| I N N N S |
: 19012N a0x3 60m 60m PEH J; L J

19012V 40x 3 Green

19013N 50x3 Black

19013V 50x3 Green

19014SN 60 x 3 Black

19014SV 60x3 Green

19014N 70x3 Black

19014V 70x 3 Green

[ \\7\;:?/\7\\ 1
rf;uy—ﬁ 1:ﬁ:ﬂ:t q@uﬂw

42
44 4 Jl
wn
—| < ™ R il [,
34~ 19093N Black 7%\,,?77?7?7§*,H@,ﬁ, |
35 19093V 3m 30m PE Green EolimEC) @ @@
19093B White — o T

16 CONVEYOR COMPONENTS - MCC11014E - Form 22001E - © System Plast S.r.l., 2008 - 2011 - All Rights Reserved



@@ Preferred type, readily available (codes marked in red)

Material:

CHAIN GUIDE WEAR STRIP

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.

Water absorption coefficient = 0.

0008S

19071C Black
19071 6m PE Black
19070C 3m PE Green
19070 6m PE Green
19070BC 0.20 3m 30m PE White
19070B 6m PE White
19071ASC 3m PE-as Black
19071AS 6m PE-as Black
19071NS 6m Nolu-S Grey

Notes: this profile can be used in combination with steel profile code

19048 - 19048K.

30

<

=) o~

40 ©

N

30
3

o[ i v
= ~N
- fo'a)
43 @
(o]

i i
gco; 9077

0008

19073C Black
19073 6m PE Black
19072C 3m PE Green
19072 6m PE Green
190728c %0 3m  Om PE  White
19072B 6m PE White
19073ASC 3m PE-as Black
19073AS 6m PE-as Black

Notes: this profile can be used in combination with steel profile code

19048 - 19048K.

@ &

Polyethylene  Polyethylene
UHMW antistatic
UHMW
Nolu-S

825 25 825

bl | " | [

[ | i | L
= Cod. 19070

[T 11

825 55 825
¥ : i : B
= Cod. 19072

Material
A B C

19080N 023 3m 65 12 Black
19080NL 023 6m 65 12 Black
19080V 023 3m 65 12 30 30m PE Green
19080VL 0.23 6m 6.5 12 Green
19053N 025 3m 85 14 Black
19053NL 025 6m 85 14 Black
19053V 025 3m 85 14 275 30m PE Green
19053VL 025 6m 85 14 Green
19081N 027 _3m 105 16 Black
19081NL 027 6m 105 16 Black
19081V 027 3m 105 16 35 30m PE Green
19081VL 027 6m 105 16 Green
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CHAIN GUIDE WEAR STRIP

@@ Preferred type, readily available (codes marked in red)

Material:

30

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

DY

Polyethylene Polyethylene
UHMW antistatic
UHMW

Nolu-S

50 85 50

190397C
< 190397
190398C
190398
190398BC
190398B
42 190397ASC
190397AS
190397NS

10

3.2

0009

0.20

6m
3m
6m
3m
6m
3m
6m
6m

30m

PE
PE
PE
PE
PE
PE-as
PE-as
Nolu-S

Black
Black
Green
Green
White
White
Black
Black
Grey

Notes: this profile can be used in combination with steel profile code

19048 - 19048K.

190397C-ST

23 190397-ST
< : | 190398C-ST
190398-ST
190398BC-ST
190398B-ST
190397ASC-ST
42 190397AS-ST

190397NS-ST

0.2
10

3.2

0009
3m PE

0.20

6m
3m
6m
3m
6m
3m
6m
6m

30m

PE
PE
PE
PE
PE
PE-as
PE-as
Nolu-S

Black
Black
Green
Green
White
White
Black
Black
Grey

Notes: this profile can be used in combination with steel profile code
19048 - 19048K.

Staggered wearstrips are ideal for pressureless combiners.

By using these wearstrips you can be sure that the product
moves freely across the chains. During installation the correct
orientation of the profiles has to be respected.

i \
838 12 838

Cod. 190398

Al

BOTTLE
TRAVEL

I mE—p

T ST
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CHAIN GUIDE WEAR STRIP

C & Preferred type, readily available (codes marked in red)

STAINLESS STEEL PROFILE

40
|
o |
2 |
|
,,,,,,,,,,,,,,,,,,,,,,, ;
43
3.
(a0} Lo

CHAIN GUIDE WEAR STRIP
Material:

- Metal profile in stainless steel AlSI 304.

- Wear strip in UHMWPE.
Characteristics:
- Very low friction coefficient.

- High resistance to chemical agents.

- No liquid absorption.

Supply:
- 3 or 6 meters.

- Steel profile and wear strip are supplied assembled.

Application:
- As chain guide.
- As side guide.

e» Q009

19048C 0.90

19048 6 m

30m

SS 304

@ 0090

19063NC
19063N 6 m
19063VC 3m
19063V 6m
19063BC 1 5, 30m
19063B 6m
19063ASC 3m
19063AS 6m

PE
PE
PE
PE
PE
PE-as
PE-as

Black
Black
Green
Green
White
White
Black
Black

Notes: the stainless steel profile and wear strip are supplied

assembled.

=@ 0090

19064NC
19064N 6 m
19064VC 3m
19064V 6m
19064BC 10 g,  30m
190648 6m
19064ASC 3m
19064AS 6m

PE
PE
PE
PE
PE
PE-as
PE-as

Black
Black
Green
Green
White
White
Black
Black

Notes: the stainless steel profile and wear strip are supplied

assembled.

@ O

Polyethylene ~ Polyethylene
UHMW antistatic
UHMW
AlSI 304 Accessories

Stainless steel

These profiles are applicable
to code 19048 - 19048C

cod, 19070 - 19071

./

cod. 19072- 19073

7
Y

s0 .. [8s] . 50
82.5 5.5 82.5
T
| |

F¥\ Cod. 19064
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CHAIN GUIDE WEAR STRIP

C = Preferred type, readily available (codes marked in red)

Polyethylene  Polyethylene

CHAIN GUIDE WEAR STRIP UHMW antistatic
Material: UHMW

- Metal profile in stainless steel AlSI 430.

- Wear strip in UHMWPE. i 2926
Characteristics: |
- Very low friction coefficient. S
- Higf? resistance to chemical agents. st a’?ﬁés‘?g el Accessories
- No liquid absorption.

Supply:

- 3 or 6 meters.

- Steel profile and wear strip are supplied assembled.

Application:

- As chain guide.

- As side guide. These profiles are applicable

to code 19048 - 19048C
cod, 19070 - 19071

STAINLESS STEEL PROFILE KWJ

([ code ] @ Q DD  woromim
7

19048KC /
19048K 0.9 6m 30m  S5430 ﬂ

. @90@0 R
I [ Code | 825 25 825
o —— *i 19063KNC Black I i
- | 19063KN 6 m PE Black 2
N ' 19063KVC 3m PE Green B\ Cod. 19063
‘ 19063KV 110 6m 30 PE Green
rrrrrrrrrrrrrrrrrrrrrrr ; 19063KBC : 3m m PE White =L TT T1
19063KB 6m PE White ”Ji -ttt —- j—
19063KASC 3m PE-as Black ——
19063KAS 6m PE-as Black
Notes: the stainless steel profile and wear strip are supplied
assembled.

@90@0 i
[ Code | 825 55 825 |
19064KNC Black ¥ 1 § 1 R
19064KN 6 m PE Black 1] IR
19064KVC 3m PE Green T\ Cod. 19064
19064KV 110 6m 30m PE Green — —_—
19064KBC ’ 3m PE White I x 2
19064KB 6m PE White qi— - - — F—— - — i
19064KASC 3m PE-as Black I— o —
19064KAS 6m PE-as Black

Notes: the stainless steel profile and wear strip are supplied

assembled.
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CHAIN GUIDE WEAR STRIP

Notes: steel profile and wear strip can be assembled
by using a rubber hammer.

Notes:

- Coefficient of linear expansion of wear strip
between +20°Cand + 120°C=2x 10 -+mm/°C.

-Max. continuous service temperature in air: 90° C.

- Water absorption = 0.

Notes: rapid wear strip assembly with M6 or M8 screws.

VA
: ()

q
P58

Application: the profile can be used on several conveyors
as a side guide or as a chains support in combination with
standard UHMWPE guides or wear strip.
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WEAR STRIP SHOE FOR STEEL PROFILE

@@ Preferred type, readily available (codes marked in red)

23

=
16

<>

ﬁ
|
é%j

Application: with chain L 82,5 - K325.

- OO 0
SCrews
14090 Black

14090V Mo n"s0 PA Green

150
30 40 25 55
f "
70 6.5
16_10_
— \
< 817777(777777 —|—=- th
S —
i — °
|25

Application: with chain L 82,5 - K325 pitch P =88 mm.

SCrews

14091 o Black
14091V M6 n“s0 PA Green

Application: shoes are used to help
chain guide between idler wheels and
wear strip and must be fixed with

Polyamide

Accessories

<38 Beginning straight section
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CHAIN GUIDE WEAR STRIP (ACCESSORIES)

@@ Preferred type, readily available (codes marked in red)

Reinforced
polyamide

Application: rapid wear strip
assembly with M6 or M8 screws.

mm mm mm  screws

14108 10 6.2 4.5 M6

14109 13 82 6 Mg ™00 PAfG Black
Notes: screws are not included.
50
30
v | i |
| | A | e
| | |
B —

L2 s OO
mm mm mm  screws
14075 10 6.2 4.5 M6

14111 13 8.2 6 M8

Notes: screws are not included.

n°100 PA-FG Black
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WEAR STRIP SHOE FOR STEEL PROFILE

@@ Preferred type, readily available (codes marked in red)

Polyamide

Application: shoes are used to help
chain guide between idler wheels and
wear strip and must be fixed with

M6 screws.

Accessories

152
30 42 25 55
o <r D10 ° Heavy duty
- } 4 O
k {37 LU FI(N
| l 7 ”
6.2 I \ B
15
’ - 16 10
D -
glRl{——— OO} ~[®
25

Application: with chain L 82,5 - K325.

- OO 0
screws ‘ ﬁh ‘
14110 Black i
° PA
14110V M6 n"s0 Green > ‘ < %
|
i "

S

30 42 25 55 | :

14110T

Application: with chain L 82,5 - K325 pitch P =88 mm.

screws

14110T . Black
14110TV M6 n"s0 PA Green :
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CHAIN INLET GUIDE SHOES

@@ Preferred type, readily available (codes marked in red)

i 14077N
14076N A

Polyamide

TRAVEL
<4m=ummni

Application: shoes are used to help chain guide
between idler wheels and wear strip and must be
fixed with M5 screws.

i

1 45
~ -~
© n
2| 0 j -
1T =
: { )
" 5.2 N
o 47 ©
20
= 14 30
screws TK - RN —
14076N 3mm Black m <€9> @
14076V M5 3mm n°10 PA Green
14087N 4mm Black ® 10 20 | 70
14087V 4mm Green IE 110
45 \n
§<—) ~
1 w2
m.[ r ~
~ ]
C U
~ @52 | in
© 47 o
20
30 14 2 E
020 :
fixing o
screws TK @ <@> i
14077N 3mm Black 70 20 |10 %2
14077V 3 mm Green b
M5 °1 110 g
14088N 4mm M0 PA Black w
14088V 4 mm Green
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SIDE TRANSFER GUIDE SHOE

@@ Preferred type, readily available (codes marked in red)

i 1920
e

Nl
Polyamide  Accessories
\ IMPROVED
DESIGN
Application: shoes are used to help chain guide
between idler wheels and wear strip and must be fixed
with M6 screws.
30 46
o T . s
J —— | min mI
[t} : f T
o Ty Wil
= 65 ‘
55 25 70 93 24
267
175 12
screws L SR S |L SH o =
14078N Black e ! b ° ‘ )
M6 °1 : ° T a9
14078V N0 PA Geen 10 el 2 25 45 AR
wnm i, =4 30
© ‘ 1 ~ o
™ i | — b
NI W | Ty, 2
‘ 2651 <=
24 93 70 25 | 55
267
12 175
fixing T
screws o ‘
o i -
14079N Black SR a2 L
M6 n°10 PA
14079V Green al )y = —
°l 1g = 45 | 25 |
82.5 1 19063V 40 825
I ]f | 1 [ | I 1 [ | I
L. | L. = L
50 835 835 i 835 i 83.5
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CHAIN GUIDE WEAR STRIP

@@ Preferred type, readily available (codes marked in red)

23

23

40
. ]
|
,,,,,,,,,,,,,,,,,,,,,,,, |
43
-l
. i

Material:

- Metal profile in anodized aluminium.

- Wear strip in UHMWPE.
Characteristics:

- Very low friction coefficient.

- Moderate resistance to chemical agents.
- No liquid absorption.

Supply:

- 3 or 6 meters.

- Metal profile and wear strip are supplied assembled.

Application:

- As chain guide (carry and return).

- As side guide.
19097L om La
19097 05 6 m

@009 0

19098N 3m PE Black
19098NL 6m PE Black
19098V 3m PE Green
19098VL 6m PE Green
190988 068 3 30M e White
19098BL 6m PE White
19098AS 3m PE-as Black
19098ASL 6m PE-as Black

Notes: the aluminium profile and wear strip are supplied
assembled.

@009 06

19119N Black
19119NL 6 m PE Black
19119V 3m PE Green
19119VL 6m PE Green
191198 070 3 30M e White
19119BL 6m PE White
19119AS 3m PE-as Black
19119ASL 6m PE-as Black

Notes: the aluminium profile and wear strip are supplied
assembled.

D W

Polyethylene  Polyethylene

UHMW antistatic
UHMW
@ 28%29
Anodized Accessones
aluminium

These profiles are applicable
to code 19097 - 19097L

cod, 19070 - 19071

|

cod. 19072 - 19073
|—|
v
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CHAIN GUIDE WEAR STRIP ACCESSORIES FOR ALUMINIUM PROFILE

@@ Preferred type, readily available (codes marked in red)

Reinforced
polyamide

Application: rapid wear strip
assembly with screws M6 or M5.

L o OO0
mm mm mm screws

14084 10 6.2 4.5 M6

14085 8 59 4 M5 " 100 PA-FG Black
Notes: screws are not included.
50
‘ 30
| |
o T | \ "
dalg  pglas:
B
wn
m

5
o

Lo OO
mm mm mm screws
14082 10 6.2 4.5 M6

14083 8 5.2 4 M5

Notes: screws are not included.

n°100 PA-FG Black
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CHAIN GUIDE WEAR STRIP ACCESSORIES FOR ALUMINIUM PROFILE

@@ Preferred type, readily available (codes marked in red)

Polyamide

Application: shoes are used to help
chain guide between idler wheels and
wear strip and must be fixed with

M6 screws.
n
tl
\ \ \
Application: with chain L 82,5 - K325. > ‘ < % %
. 000 +
screws ‘ | | T :
14080 o Black
14080V M6 n°s0 PA Green
[

150

30 40 25 55

4.5

A
|
@

13.5

Application: with chain L 82,5 - K325 distance 88 mm.

SCrews

14081 . Black ‘
14081V M6 n°>0 PA Green
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CHAIN GUIDE WEAR STRIP (ACCESSORIES)

@@ Preferred type, readily available (codes marked in red)

ﬁ .,

Thermoplastic Reinforced
rubber polyamide

~
Application: protection of steel
profile against infiltration of 6
liquids and dust.
19049 30m TPR
30 30 20

5

210

@7
o
&

Application: support of wear strip. 6 .
Material

14347 n°50  PA-FG

Notes: screws are not included.

p85mm p88mm
19045 19006
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BAR CAPS

@@ Preferred type, readily available (codes marked in red)

Polyethylene Nolu-S Nolu-SR
UHMW

Material:

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

il

1

2 <
Material
Ref.
19500050-3M VG-P116HD-3M 3m 30m
1.5 mm

~
W,

o)
J 19500050-6M VG-P116HD-6M 6m ; 60 m PE White
L
o
1.0
R3.1
R14 N Ref.
] Qb g[ 19S00036NS-30M VG-P105R-30M 30m 30m Nolu-S  Light Grey
,,,,,,,,, 19S00036NS-75M VG-P105R-75M . 75m 75m Nolu-S Light Grey
6.1 2-2.4mm 19S00036NSR-30M  VG-P105RCL-30M 30m 30m  Nolu-SR Dark Grey
> 19S00036NSR-75M  VG-P105RCL-75M 75m 75m  Nolu-SR Dark Grey
8
~__
133
P!
: PN
m+ Material
D Ref.
~
o
- 19500056-30M VG-P18BC-30M ) 30m 30m PE White
rrrrrrrrrrrrrr 19S00056NS-30M VG-P18BC-NS-30M Nolu-S Light Grey
pli N 3.2mm
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BAR CAPS

C = Preferred type, readily available (codes marked in red)

11
mn
3.2 Y
e N
o
,,,,,, L/
1
=
12.7
4.1 N
™
™~
~
o
10.8
>
53 )
<>
R.J Rj ‘
=
...\ \J__ '\
~
16
~
4.8 Y
-
m J
L m
=
16
5.1 n
<
o
wn
<

32 i CONVEYOR COMPONENTS -

09 @

== |

‘ | 4.7 mm
| I

[ code Ret. 00

19500062-3M VG-P18HD-3M 3m } 30m PE White
31 19500062-6M VG-P18HD-6M 6m 60 m
Jdmm

[ code Ret. 8009 O

19500082-30M
19500082-75M

VG-PM4BC-30M
VG-PM4BC-75M

30m
75 m

30m

75 m PE White

Ref.

00

00

19500066-3M
19500066-6M
19500066-30M

VG-P316BC-3M
VG-P316BC-6M
VG-P316BC-30M

3m -
6m -
- 30m

30m
60 m PE
30m

White

Ref.

©0

09 ©

19500067-3M
19500067-6M

VG-P316HD-3M
VG-P316HD-6M

3m
6m

30m

60 m PE White

5mm

* VERY TIGHT FIT

Ref.

©0

0@

19500073-3M
19500073-6M
19500073-30M
195S00073NS-3M
19S00073NS-6M

VG-P7GABC-3M
VG-P7GABC-6M
VG-P7GABC-30M
VG-P7GABC-NS-3M
VG-P7GABC-NS-6M

3m -
6m -
- 30m
3m -
6m -

30m PE White
60 m PE White
30m PE White
30m Nolu-S  Light Grey
60 m Nolu-S  Light Grey
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233

BAR CAPS

@@ Preferred type, readily available (codes marked in red)

Material:

Extruded ultra high molecular weight polyethylene.
Max. continuous service temperature in air 90° C.
Water absorption coefficient = 0.

A | |
— _.\ ,:' ______ [~
— —
I 7 c/
— —
— I ——
%
\
|
= \1/1_5///
29
53
e
~
®
. 5.2mm
12,5
i 63 |
Lr!J Q—) |
[e)}
77777777777 \o 6 mm
12.6
6.8
m
©
o~
- N 6.7 mm
)
(o)}

Ref.

000@®

Polyethylene
UHMW

Nolu-S

19500076-3M
19500076-6M
19500076NS-6M

VG-P7GAHD-3M
VG-P7GAHD-6M

3m
6m -

VG-P7GAHD-NS-6M 6 m

30m
60 m
30m

PE
PE

White
White

Nolu-S Light Grey

Ref.

0009

19500055-30M

VG-P14SBC-30M

- 30m

30m

PE

White

Ref.

0009

19500052-30M
19500052-150M

VG-P14BC-30M
VG-P14BC-150M

30m
150 m

30m
150 m

PE

White
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BAR CAPS

C = Preferred type, readily available (codes marked in red)

16.2

~N
6.4 Y
)
2 \_}
""""" M 6.3 mm
= N
12.7
8.1 -
)
: \/
o
77777777 ,\ 1 8 mm
o D
18.5
| 10 0
| m
O
o
19
10 m
m
©
™~ 9.5mm
o~ 7
19
10 &
' N
m J
9.5mm

Q09

[ code Ref. (L,

19S00054-3M VG-P14HD-3M 3m - 30m PE White
19S00054-6M VG-P14HD-6M 6m - 60 m

[ code Ret, 000D O

19500071-6M

19500071-30M
1950007 1-NS-30M

VG-P516BC-6M
VG-P516BC-30M
VG-P516BC-NS-30M

6m

30m
30m

60 m PE White
30 m PE White
30m Nolu-S Light Grey

Ref.

000®

19500081-75M

VG-PM10BC-75M

75m

75m PE White

Ref.

0009

19500068-30M
19500068-75M
19S00068NS-75M

VG-P38BC-30M
VG-P38BC-75M
VG-P38BC-NS-75M

30m
75m
75m

30m PE White
75m PE White
75m Nolu-S Light Grey

0008 6

Ref.
19500069-3M VG-P38HD-3M 3m ) 30m PE White
19500069-6M VG-P38HD-6M 6m 60 m
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SBG/BWS -SUPPORT FOR CHAIN AND BELTS

@@ Preferred type, readily available (codes marked in red)

Aluminum and UHMW guide rail for use in
guiding the sides and supporting the middle of Polyethylene
modular conveyor belts. Ultra-low friction UHMW
bottom and side support of belt. Easily formed
into curves with the Valu Guide Rail Bending
Machine. Available in 3M lengths.

Minimum radius 457 mm (inside edge).
Replaceable UHMW strips.

Aluminum

32
26

Consult pages
5 ‘ 105 %109 for

13
10

bending machines

]
=]
39

T-HEAD S
SCREW M8 5 sgﬁ:\%\as
. OO0 @ .~ OO0 @
19500087-3M VG-SBG-50-3M 3m 30m Al+PE  White 19500108-3M VG-BWS-125-3M 3 m 30m  AI+PE  White
Insert Replacement Insert Replacement
19500080-3M VG-PSBG-50-3M 3m 30m PE White 19S00083-3M VG-PBWS-125-3M 3 m 30 m PE White
Aluminum and Nolu-S guide rail for use in guiding the
sides of selected plastic modular conveyor belts through turns. Ultra-low friction. Top and bottom capture of belt.
Easily formed into curves with the Valu Guide Rail Bending Machine. Available in 3M lengths.
Minimum radius 457 mm (inside edge). Replaceable Nolu-S strips. Stainless steel
13.5
1120 104
LM Nolu-S
<
- R
""" |
m o
- : : Aluminum
Material |
Ref. ‘
19500035-3M VG-MBG-50-NS-3M  3m  30m Al+Nolu-S Light grey TN
Insert Replacement l s seHEAD

19S00077-3M VG-PMBG-50-NS-3M 3m  30m Nolu-S  Light grey 18 Consult pages

105 %109 for
bending machines

& )] Ref. e 6 @

( 13500255 VG-1568M-01 16 mm  n°10

13500256 VG-1568M-02 19 mm  n°10 SS
13500258 VG-1568M-04 32mm n°10

M8

CONVEYOR COMPONENTS - MCC11014E - Form 22001E - © System Plast S.r.l., 2008 - 2011 - All Rights Reserved 35



MBG -SUPPORT FOR CHAIN AND BELTS

C = Preferred type, readily available (codes marked in red)

AlSI 304 Polyethylene
Stainless steel UHMW

CHAIN GUIDE WEAR STRIP

Material:

- Metal profile in stainless steel AlSI 304.

- Wear strip in UHMWPE.

Supply:

-3 or 6 meters.

- Steel profile and wear strip are supplied assembled.
Application: the profile can be used on several
conveyors as a side guide or as a chain support in combination
with standard UHMWPE guides or wear strip.

@ 0 co 505
K L

A
Cod. 19077
19077 6 0.74 10 3m
19077L 6 0.74 10 6m
190265 8 0.78 8 3m SS 30m
190265L 8 0.78 8 6m 304
19079 10 0.82 10 3m
19079L 10 0.82 10 6m
50 ‘
. E
,,,,, M-PROFILE 190240N 097 1275 65 12 Black
WEAR STRIP 190240NL 097 12.75 6 m 6.5 12 Black
190240V 0.97 1275 3m 6.5 12 Green
190240VL 097 1275 6m 6.5 12 Green
190241N 1.03 10.75 3m 8.5 14 Black
190241NL 1.03 10.75 6m 8.5 14 Black
623 e 825 190241V 103 1075 3m 85 14 °M™ PE o geen
‘ ; ‘ | 190241VL 1.03  10.75 6m 8.5 14 Green
i g 190242N 1.09 12.75 3m 105 16 Black
190242NL 1.09 1275 6m 105 16 Black
NI 190242V 1.09 1275 3m 105 16 Green
7 :" ******* 190242VL 1.09 12.75 6m 105 16 Green
Cod. 19081 \ Cod. 19079 Notes: screws are not included.

CONSTRUCTION PROFILE FOR WEARSTRIPS

Accessories AlSI 430
Stainless steel

50 88 50
e >T<
825 55 825

P;MLWMU:?

Cod90395/4
11 &+ [T 11

- 0009 | ’

190395
190396 0.76 6m 30m SS 430

15.5
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CHAIN MOUNTING BLOCK

@@ Preferred type, readily available (codes marked in red)

Aluminum
Hardened
Steel
Code 19990

CHAIN MOUNTING BLOCK
Code 19991 Technical features:
« The chain mounting block is a tool that makes chain
assembly and disassembly easier.
It is made for steel and plastic chains with single hinge
and with heavy duty hinge.
The block fits between the wearstrips of the conveyor.
Code 19992

Material:
Base: Aluminum
Adapter parts: hardened steel

256
Pitch 38.1

Code A B C FOR CHAIN TYPE

19990 45 80 40  Steelsingle hinge chains, straight running and side flexing magnetic and plastic chains straight running, 820 series.
19991 60 110 55 Steel chains with Heavy Duty hinge, 8157 (VG) and 8857M.
19992 45 80 40  Plastic chains straight running 828 series and sideflexing 879 and 880 series magnetic.

Note: not suitable for TAB or bevel chains
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CHAIN RETURN COMPONENTS

@@ Preferred type, readily available (codes marked in red)

—

@ 49.5
@245

; 45 :
47
For rod
o
(mm)
12303V 12 Green
12303N 12 Black
12307V 16 Green
12307N 16 o Black
12815V 19 100 PEEHD) oen
12815N 18 Black
12820V 20 Green
12820N 20 Black
1.8
,,,,,,,,,,,,,,,,,,,,,,,,,,,,, i o
I Il I
0
()}
<
Q
12895V Green
12895N Black
12896V Green
12896N 16 R Black
12897V 19 100 PEHD e
12897N 18 Black
12862V 20 Green
12862N 20 Black
ot o
3 8
For rod
o
(mm)
122117V 12 Green
122117N 12 Black
122118V 16 Green
122118N 16 o Black
122119V 19 100 PEEHD) o en
122119N 18 Black
122120V 20 Green
122120N 20 Black
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< JEE

External Polyethylene
diameter High Density
Self-lubricating
50 88 50
> — >
82.5 5.5 82.5
| L \ |
+‘}«
I i I I
- s e = i
Cod.12304N JEd.moav \ Cod.12863N
50 85 50
T T
82.5 2.5 82.5
| 11 | 1
p | e T in
18
1 =17 [
x| S - -
==
\ Cod. 12304N \ Cod. 12895V \ Cod.12305N

50 84 50
< e N
82.5 1.5 82.5
\ o \ g
e ; s n |

\ Cod. 12304N \Cod.122117v \ Cod. 12305N




ROLLER

SPACER

SPACER

@@ Preferred type, readily available (codes marked in red)

CHAIN RETURN COMPONENTS

g ' g
22 05
27.5
For rod
_Code &
12304V 12 Green
12304N 12 Black
12827V 16 Green
12827N 16 o Black
12821V 19 100 PEHD - en
12821N 18 Black
12822V 20 Green
12822N 20 Black
O
N
[ @I
31
For rod
[_Code &
12305V 12 Green
12305N 12 Black
12828V 16 Green
12828N 16 o Black
12823V 18 MO0 PA een
12823N 18 Black
12824V 20 Green
12824N 20 Black
S
S Q
39
For rod
_Code &
12863V 12 Green
12863N 12 Black
12864V 16 Green
12864N 16 o Black
12860V 18 100 PA een
12860N 18 Black
12861V 20 Green
12861N 20 Black

CONVEYOR COMPONENTS -

Issue 18.0

External
diameter

Polyethylene
High Density
Self-lubricating

Polyamide
Self-lubricating

50 38 50

< i

825 55 825
|

alpls

%uuuuu—uwuﬂ

h ||
\Cod. 12304 Cod.12303N

=

\ Cod. 12863N

50 85 50

825 25 825

C I
=L T | | =y

‘ == ’ iz |

18
N

! I

0 P

| |
| Cod12306N | Cod.12895N | Codl12305V

50 38 50

><

825 35 825
\

nipls

i \
MMMMU:?

=l

Cod. 12863V

Cod. 12303N
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CHAIN RETURN COMPONENTS

C = Preferred type, readily available (codes marked in red)

247

L{]!

2 56.5

For rod
(mm

12850 n°100 PEHD)  Green
53
21.5 85
— PBE
3 3
() @ ]
19.5
For rod
o
(mm)
122110 15
122109 16 .
122108 1g  N°100  PEHD)  Green
12855 20
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%)
60

External External Polyethylene
diameter diameter High Density
Self-lubricating
65 120 65
< e

,7,,_+,

r-wr 1
) h \—
\M Cod.12850 Cod.12305N

T T

W REEEEr Mﬁﬁ\

114.3 57 114.3
| |
i I

Cod.12855

Cod.12824N




CHAIN RETURN COMPONENTS

@@ Preferred type, readily available (codes marked in red)

External Polyethylene
diameter High Density
Self-lubricating
[T —
ffffff | —
RN 8
SIS RS
4 37 2
43
For rod
0 a
(mm)
12898 15 n°100  PE(HD) Black
U \M Cod.12898

o
n
Q
40.5
For rod
o
(mm)
12899 15 n°100  PE(HD) Black C0d.12893 Cod. 12899
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CHAIN RETURN COMPONENTS

C = Preferred type, readily available (codes marked in red)

WATERTIGHT ROLLER Polyethylene I-jigh Density Polyethylene
Characteristics: Self-lubricating Unmw

- Very low friction coefficient.

- No liquid absorption.

- Excellent wear and chemical resistance.

- Completely closed structure, easier to clean and disinfect.
- Watertight.

27.25 External diameter
;(—h

22500 2275 1 225 ‘

o 0000
ROLLER [ Code | (mm)

121959 15
121960 16 ,
121789 18 n°100  PE(HD) Green le o116
121787 20 Cod. 121789
27.25 hub
2ls| a8
SIS RS ES

175 || 2375 225

27.75
WATERTIGHT o 6 @ a
ROLLER —
WITH SIDE BORDER  121959F 15
121960F 16 . n
121784 18 n°100  PE(HD) Green \?ﬂlp_l Cod. 121784
121785 20

249

- J

12 TE:E—T

For rod
Y090
ROLLER )

121780 15

121781 16 R

121782 18 n°100 PP Green . N blals N
121783 20 Cod. 121780
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CHAIN RETURN COMPONENTS

- Preferred type, readily available (codes marked in red)

WATERTIGHT ROLLER WITH RUBBER

Characteristics:

- Reduced noise level with rubber
- Very low friction coefficient.

- No liquid absorption.

- Excellent wear and chemical resistance.
- Completely closed structure, easier to clean and disinfect.

- Watertight.

WATERTIGHT ROLLER
WITH RUBBER

WATERTIGHT ROLLER
WITH SIDE BORDER AND RUBBER

.27.25

2.25

Polyethylene High Density
Self-lubricating

Thermoplastic rubber

External diameter

For rod
15

121959RN
121960RN 16 n°100 PE(HD) Green Roller
121789RN 18 TPR  Grey Rubber
121787RN 20
27.25 hub
9 Q5
Q s Q9
1.75 23.75 2.25
27.75
>
For rod
[ Code -
(mm)
121959RNF 15
121960RNF 16 n°100 PEHD) Green Roller
121784RNF 18 TPR  Grey Rubber
121785RNF 20

& <2 i
Cod.121789RN

& Q7
Cod. 121784RNF
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CHAIN RETURN COMPONENTS

C = Preferred type, readily available (codes marked in red)

WATERTIGHT ROLLER

Characteristics:

- Very low friction coefficient.

- No liquid absorption.

- Excellent wear and chemical resistance.

- Completely closed structure, easier to clean and disinfect.
- Watertight.

L
S| R

S SIS

175 375 K

For rod
g OO0
WATERTIGHT | Code L L K

Polyethylene High Density

Self-lubricating

External diameter

ROLLER 121963 15 41 1.75
121967 15 43 3.75
121964 16 41 1.75
121968 16 43 3.75 .
121965 18 41 175 n°100  PEHD)  Green
121969 18 43 3.75
121966 20 41 1.75
121970 20 43 3.75
- B
RN a
as|® T il =
15015
1.75 38.25

For rod
OO 0O
WATERTIGHT ROLLER (mm)

WITH SIDE BORDER  121967F 15
121968F 16
121969F 18
121970F 20

n°100  PE(HD) Green
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CHAIN RETURN COMPONENTS

- Preferred type, readily available (codes marked in red)

WATERTIGHT ROLLER WITH RUBBER

Characteristics:

- Reduced noise level with rubber

- Very low friction coefficient.

- No liquid absorption.

- Excellent wear and chemical resistance.

- Completely closed structure, easier to clean and disinfect.
- Watertight.

50

Polyethylene High Density
Self-lubricating

Thermoplastic rubber

External diameter

85 50

> >
82.5 2.‘5 82.5

L2~ b

H [

T N

Cod.121963RN

Cod.121963RN

For rod
o

wareETIGHT 5 . 0@ 06
WITH RUBBER 121963RN 15 41 1.75 Cod 12536

121967RN 15 43 3.75

121964RN 16 41 1.75

121968RN 16 43 3.75 n°100 PEHD) Green Roller

121965RN 18 41 1.75 TPR  Grey Rubber

121969RN 18 43 3.75

121966RN 20 41 1.75

121970RN 20 43 3.75

@57

1.75

38.25

Cod.12534

50 < 88 — 50
43 82.5 5.5 82.5
| |

OO 0O
waTerTIGHT RoLLER KD —
WITH SIDE BORDER 121967RNF 15

AND RUBBER 121968RNF 16 n°100 PEHD) Green Roller

121969RNF 18 TPR  Grey Rubber
121970RNF 20
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CHAIN RETURN COMPONENTS

C = Preferred type, readily available (codes marked in red)

WATERTIGHT ROLLER

Character 's.tlfs : . Polyethylene High Density
- Very low friction coefficient. Self-lubricating

- No liquid absorption.

- Excellent wear and chemical resistance.
- Completely closed structure, easier to clean and disinfect.

- Watertight.
Thermoplastic rubber
40.5 Q
""""""" External diameter
e L ARSI
9 8
—
1.5 375 1.5
‘ 50 < | 85 | ‘ 50 ‘
For rod ' f
. 6@0 T es 25 s
watertichTroLLEr (XD I
122113N 15 Black (LTIl
122113V 15 Green
-l 221 12N 16 Black Cod.12535V Cod.12535V
122112V 16 o Green 2.2
122111N 19 ™00 PEHD gk 0/ i
122111V 18 Green J
12535N 20 Black | e —
12535V 20 Green
u\ Cod.12534 Cod.12534
40.5 hub
"""""""""" m
3N N
Qe 8 - il e
i —
1.75 3975 15
43
02 0 =)
50 50
WATERTIGHT ROLLER [ Code (mm) 5 poye % poye
WITH SIDE BORDER 122116N 15 Black ; ‘ ity " b
122116V 15 Green =S R =i A =tk
122115N 16 Black
122115V 16 o Green
122114N 19 7100 PEHDY - p ik .
122114V 18 Green <
12536N 20 Black E 2
12536V 20 Green 1 . 7,}
oI
. Cod.12536V
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CHAIN RETURN COMPONENTS

- Preferred type, readily available (codes marked in red)

WATERTIGHT ROLLER WITH RUBBER

Characteristics:

- Reduced noise level with rubber

- Very low friction coefficient.

- No liquid absorption.

- Excellent wear and chemical resistance.

- Completely closed structure, easier to clean and disinfect.

- Watertight.

For rod
WATERTIGHT ROLLER 6 @ e

40.5

Polyethylene High Density
Self-lubricating

Thermoplastic rubber

External diameter

T T
82.5 2.5 82.5

WITH RUBBER

122113RN
122112RN
122111RN
12535RN

16 n°100 PE(HD) Green Roller
18 TPR Grey Rubber
20

Cod.12535RN Cod.12535RN

067

40.5 hub

1.75 | 3975 | 15

43

For rod
== 0@ ©

WATERTIGHT ROLLER
WITH SIDE BORDER AND 122116RN
RUBBER 122115RN
122114RN
12536RN

16 n°100 PE(HD) Green Roller
18 TPR Grey Rubber
20

Cod.12534 Cod.12534

50 8 50

< T
82.5 5.5 82.5

Cod.12536RN
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CHAIN RETURN COMPONENTS

@@ Preferred type, readily available (codes marked in red)

Characteristics:

- Very low friction coefficient

- No liquid absorption

- Excellent wear and chemical resistance
- Completely closed structure, easier to clean

For rod
o
(mm)

and disinfect
- Watertight
L
w
S B
80

%)
40

Polyethylene External

High Density diameter
Self-lubricating

External

diameter

%)
60

External
diameter

< >T<
825 25 825
; i
F;uwwu_uu:?
2

-\ Cod.12534

‘
. \ Cod. 12892

L OFE
121950 82.5 40
121953 84.5 40
121951 16 82.5 50 n°50 PEHD)  Green
121954 84.5 50
121952 82.5 60
121955 84.5 60
121551 82.5 40
121547 84.5 40
12831 18 82.5 50 n°50 PEHD)  Green
121595 84.5 50
12835 82.5 60
121548 84.5 60
121552 82.5 40
121549 84.5 40
12892 20 82.5 50 n°50 PEHD)  Green
12762 84.5 50
12836 82.5 60
121550 84.5 60
85.8
84.5 hub
"""" 1
self—— 1y
225 80 225
000
(] Material
— oF oF
121956 40 55
121957 16 50 65 n°50 PEHD)  Green
121958 60 75
121553 40 55
12833 18 50 65 n°50 PEHD)  Green
12837 60 75
121554 40 55
12763 20 50 65 n°50 PEHD)  Green
12838 60 75
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CHAIN RETURN COMPONENTS

@@ Preferred type, readily available (codes marked in red) WATERTIGHT ROLLER WITH RUBEER
Characteristics:
- Reduced noise level

- Very low friction coefficient .
Thermoplastic External

- No liquid absorption rubber diameter
- Excellent wear and chemical resistance
- Completely closed structure, easier to clean
and disinfect
- Watertight
Polyethylene External
High Density diameter
Self-lubricating
External
diameter

—
5" 0@ a T,
wATERTIGHT ROLLER EEXTED (onm L oE

WITH RUBEER  121950RN 825 47 Lo
121953RN 84.5 47 N e O L
121951RN 825 57 PEHD)  Green Roller WERigaalaNnaang

16 50
121954RN 84.5 57 " TPR  Grey Rubber TS
121952RN 82.5 67
121955RN 84.5 67 I Cod.128928N -\ Cod.12534
121551RN 82.5 47
121547RN 84.5 47
12831RN 18 82.5 57 n°50 PEHD) Green Roller
121595RN 84.5 57 TPR  Grey Rubber
12835RN 82.5 67
121548RN 84.5 67
121552RN 82.5 47
121549RN 84.5 47
12892RN 20 82.5 57 59 PEMHD)  Green Roller
12762RN 84.5 57 TPR  Grey Rubber
12836RN 82.5 67
121550RN 84.5 67
85.8
L=hub
52.5 - 85 ‘ 52.5
a 825 25 825
For rod b ‘ .
watertiGHTroLLEr R &Y o oF EaEEECpEEEEEL
WITH SIDE BORDER ~ 121956RNF 47 55 PEMD)  Green Roller

AND RUBBER ~ 121957RNF 16 57 65  n°50 TPR Grey Rubbor
121958RNF 67 75 y
121553RNF a7 55 PEHD) Green Roller :
12833RNF 18 57 65  n°50 IPR  Grey Rubber :
12837RNF 67 75 y T
121554RNF 47 55
12763RNF 20 57 65 n°50 PEHD)  Green Roller Cod.12760 Cod.12763RNF  Cod.12761

TPR  Grey Rubber N
12838RNF 67 75
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CHAIN RETURN COMPONENTS

@@ Preferred type, readily available (codes marked in red)

RETURN ROLLER
WITH URETHANE SURFACE

RETURN ROLLER
WITH FLANGE AND
URETHANE SURFACE

825

Polyethylene
UHMW

S

Polyurethane

External
diameter

S

/_
12534

12500007

i i 66
External
g | Lo ,é diameter
82

[ Code Ref. A o8 G @ 0

12500001 VG-R3U-185-50-G 56 18.5

12500003 VG-R3U-205-50-G 56 20.5 n°10 PE Green

12500002 VG-R3U-185-60-G 66 18.5

12500004 VG-R3U-205-60-G 66 20.5

wn
<
s s
84

[ Code Ref. oA 8 G @ 0
12500005 VG-RF3U-185-50-G 56 18.5

12500007 VG-RF3U-205-50-G 56 20.5 n°10 PE Green
12500006 VG-RF3U-185-60-G 66 18.5

12500008 VG-RF3U-205-60-G 66 20.5

85
220 L — | T/ —d 1
/_
12534 12500003
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CHAIN RETURN COMPONENTS

Characteristics: >
- Reduced noise level.

- Very low friction coefficient. External
. . diameter

- No liquid absorption.

- Excellent wear and chemical resistance.

- Completely closed structure, easier to clean

@@ Preferred type, readily available (codes marked in red)

and disinfect.
- Watertight. Polyethylene External
High Density diameter
Self-lubricating
L (0]
External
el - 7 , 4w diameter
80
0O 0
(] Material
— L oF
121950LN 82.5 44
121953LN 84.5 44
121951LN 16 82.5 54 n°50 PEHD)  Green Roller
121954LN 84.5 54 EPDM  Black O-Ring
121952LN 825 64
121955LN 84.5 64
121551LN 82.5 44
121547LN 84.5 44
12831LN 18 82,5 54 n°50 PEHD) Green Roller
121595LN 84.5 54 EPDM  Black O-Ring
12835LN 82.5 64
121548LN 84.5 64
121552LN 82.5 44
121549LN 84.5 44
12892LN 20 82.5 54 n°50 PEHD)  Green Roller
12762LN 84.5 54 EPDM  Black O-Ring
12836LN 82.5 64
121550LN 84.5 64
85.8
84.5 hub

,,,,,,,,, iin :
2.25 80 1225
525 85 525
T T
825 25 82.5
For rod H - H . )
0O O il
— oE oF = AN \uﬁ:ﬂ EERE
121956LN 44 55
121957LN 16 54 65  n°s0 FE’E(S"\’/: ;;ii”oFf‘R’i'Ler
121958LN 64 75 9
:;;ggihN 18 gi Zg 50 PEHD)  Green Roller
12837LN 64 75 EPDM  Black O-Ring |
121554LN 44 55
PEMHD)  Green Roll
12763LN 20 >4 65 n%0 EP(DN: Black O.Ring
12838LN 64 75 Ing | | Cod.12760 Cod.12763LN Cod.12761
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CHAIN RETURN COMPONENTS

C = Preferred type, readily available (codes marked in red)

GUIDE FLANGE

Characteristics: Polypropylene
- Very low friction coefficient.

- No liquid absorption.

- Excellent wear and chemical resistance.

GUIDE FLANGE
12919
12847 14 60 n°100 PP Green
12843 70
12918 50
12846 16 60 n°100 PP Green
12842 70
12849 50
12845 60 o
12841 18 70 n°100 PP Green i |
12826 100
12848 50
:;:gz 20 ?g n°100 PP Green
12894 100

525 85 525
T T
825 25 825
s F:UH;HLWJH;HU:K
m | |
OO0 I
o ‘ | i
GUIDE FLANGE ) o i, 7+7H*ﬂt7 3
12797 15 90 5 2l 1 | 1 S
12798 20 9% 5 I w :
12760 20 255 725 100 PP Green || | cod. 12760 Cod.12761/ |
12761 20 60 725
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CHAIN RETURN COMPONENTS

@@ Preferred type, readily available (codes marked in red) >

[ Polyamide External
self-lubricating diameter
B | A=
e S N 50 88 50
82.5 5.5 82.5

81.5
84

For rod o
o )
(mm)
\Cod.12534 Cod. 12534, \ Cod. 12531

12531 14
12532 18 n°50 PA Black
12533 20
89.5
85.5
50 85 50
| I | " ™
[N Q 82.5 2.5 82.5 .
1 1 i i
2 2
R ) S S
For rod [T | S | | — | -
o
(mm) o
12839F 12 I\ Cod. 12891 Cod. 12890F U
12890F 14 n°50 PA Black
12840F 16
|
Q
85.5
For rod
o B | I
(mm)
12839 12 °50 LJ
12890 14 :°50 oA Black |\ Cod. 12891 "~ |Cod.12890
12840 16 n°50
12891 Flange for roller ~ n°100
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CHAIN RETURN COMPONENTS SOLID ROLLER

@@ Preferred type, readily available (codes marked in red)

Characteristics:

- Very low friction coefficient.

- No liquid absorption.

- Excellent wear and chemical resistance.
- Completely closed structure.

- Watertight.

00
40

External
diameter

Polypropylene

External
diameter

%)

60

External
diameter

For rod
(6)
LY PEst L

: T T :
§ 85 25 825 |
N } | |
e TEEN LWJ L
2, o

g manill Minun

[1T]

Q : ‘

****** i |

Cod.121982 "\ Cod.12534 U

121971 40 82.5
121972 40 84.5

121973 15 20 825 50 PP Black
121974 50 84.5

121975 60 82.5

121976 60 84.5

121977 40 82.5

121978 40 84.5

121979 16 >0 825 n°50 PP Black
121980 50 84.5

121981 60 82.5

121982 60 84.5

121983 40 825

121984 40 84.5

121985 1w 0 825 50 PP Black
121986 50 84.5

121987 60 82.5

121988 60 84.5

121989 40 825

121990 40 84.5

121991 50 825 .

121992 20 50 845 n°s50 PP Black
121993 60 82.5

121994 60 84,5
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CHAIN RETURN COMPONENTS SOLID ROLLER WITH RUBBER

C & Preferred type, readily available (codes marked in red) ’ @

Polypropylene External

WATERTIGHT ROLLER WITH RUBBER diameter
Characteristics:
- Reduced noise level.
- Very low friction coefficient.
- No liquid absorption. . ' Thermoplastic  External
- Excellent wear and chemical resistance. rubber diameter
- Completely closed structure.
- Watertight.

External

diameter

50 85 50
< >

{2

. H ‘ :i
— Tl |\Lﬁj\|?|\u:"1‘
2

<

825 25 825
‘ -
T

Cod.121982RN Cod.12534

For rod
: 0@ ©
WATERTIGHT ROLLER m @ Est L

WITH RUEBER ~ 121971RN 47 82.5
121972RN 47 84.5
121973RN 15 57 825 n°50 PP Black Roller
121974RN 57 84.5 TPR  Grey Rubber
121975RN 67 82.5
121976RN 67 84.5
121977RN 47 82.5
121978RN 47 84.5
121979RN 16 57 82.5 n°50 PP Black Roller
121980RN 57 84.5 TPR Grey Rubber
121981RN 67 82.5
121982RN 67 84.5
121983RN 47 82.5
121984RN 47 84.5
121985RN 18 57 82,5 n°50 PP Black Roller
121986RN 57 84.5 TPR  Grey Rubber
121987RN 67 82.5
121988RN 67 84.5
121989RN 47 82.5
121990RN 47 84.5
121991RN 57 82.5 R PP Black Roller
121992RN 20 57 84.5 n°s0 TPR Grey Rubber
121993RN 67 825
121994RN 67 84.5
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CHAIN RETURN COMPONENTS

@@ Preferred type, readily available (codes marked in red)
~

Polyamide Accessories
26 5
/) m] -t [ H """"
| A | _ | | |
n ‘ - ! + [ [ & 50 85 50
] ﬁhTi”; jii?iiriiﬁiiiﬁﬁi 825 2.5 825
1 - | | | I \ S \ §
! 63 | ! AT L e
205 75 | 27 | o2 | s
84 84 1 84
ol
... 090 [
For square shaft !
14340 20 x 20 n°100 PA Black Cod. 14341 Cod. 14340

‘ 5 0, [es] ., 50
" ! 835 25 825
R T I T : | i | |
1 = S R IR
205 4
26 84 1 84

- _ - _ A
JZ 6 a \ \
For square shaft || \Cod.14341 \ Cod. 14340 |

14341 20x 20 n°100 PA Black
75
R.5

| ) | v 50 38 50
‘ n 0 o

| | /el 845 35 845

607 \ o 91 i ! \ i \

05 Ty L O T

27 '
84 4 84

a @ @ a : ———— ——— !
For square shaft & \ cod 14301 .

14342 20 x 20 n°100  PA Black _Cod. 14342 @

Use: 88 mm pitch.
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