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Technical Data She;t l

Stainless steel Pillow blocks

UCF 200

4-s Drill

MODELN. mm ' ' M boltused K(Q

UCF 201 12
UCF 202 15 | 762 | 54 | 15.08 9525 254 | 103 | 327 | 31 | 127 | 183 | 10 | 05
UCF 203 17

UCF 204 20 | 86 | 64 15 | 12 | 285 | 12 | 333 | 31 | 127 | 183 | 10 | 0.58
UCF 205 25 | 9% | 70 16 | 14 | 27 12 | 358 | 341 | 143 | 198 | 10 | 0.83
UCF 206 30 | 108 | 83 18 | 14 31 12 | 402 | 381 | 159 | 222 | 10 | 1.1
UCF 207 3 | 17 | 92 19 | 16 | 34 14 | 444 | 429 | 175 | 2564 | 12 | 16
UCF 208 40 | 130 | 102 | 21 16 | 36 | 16 | 512492 | 190 | 302 | 14 | 19
UCF 209 45 | 137 | 106 22 | 18 | 38 16 | 522 | 492 190 | 302 | 14 | 24
UCF 210 50 | 143 | 111 22 | 18 | 40 16 | 546 | 516 | 190 | 326 | 14 | 26
UCF 211 55 | 162 | 130 | 26 | 20 | 43 19 | 584 | 566 | 222 | 334 | 16 | 37
UCF 212 60 | 176 | 143 | 29 | 20 | 48 19 | 68.7 | 661 | 254 | 39.7 | 16 | 43
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Stainless steel Pillow blocks

UCFC 200

INOX

o
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MODELN. mm a ' ' i N m botused kg

UCFC 201 12
UCFC 202 | 15 |100.012 | 78.184 | 55116 | 9.922 | 254 |12 | 5159 | 7.144 | 20638 | 62 |28575 | 31 | 127 [ 184 | 10 |06
UCFC 203 | 17

UCFC204 | 20 | 100 78 55.1 10 255 (12| 5 7 205 |62 | 283 | 31 127 | 183| 10 |0.72
UCFC205 | 25 | 115 90 636 | 10 | 27 (12| 6 7 21 |70 | 297 |341{143 | 198| 10 |0.98
UCFC206 | 30 | 128 100 70.7 0 |31 |12 8 8 23 80 | 322 [381[159 |222 10 |13
UCFC207 |35 | 135 Mo | 778 | 11 | 34 |14 | 8 9 26 |90 | 364 (429|175 |254| 12 |18
UCFC208 | 40 | 145 120 848 11 3% |14 | 10 9 26 (100 | 412 |492 190 [302| 12 |20
UCFC209 | 45 | 160 132 | 933 | 10 | 38 [16 | 12 | 14 26 [105| 402 492 /190 |302| 14 |29
UCFC210 | 50 | 165 138 | 976 | 10 | 40 |16 | 12 14 28 |10 | 426 |51.6|190 | 326| 14 |29
UCFC211 |55 | 185 150 | 1061 | 13 | 43 |19 | 12 15 31 |125| 464 |556|222 |334| 16 |45
UCFC212 |60 | 195 160 | 1131 | 17 | 48 |19 12 | 15 36 (135 | 567 651|254 397 | 16 | 5.1

mcr-components©2009

Due to continue technical improvements, specifications are subject to change without notice



Www.mcr-components.com

info@mcr-components.com

valuable technics: easy business

o
wv
N

Technical Data She;t l

UCFL 200

/
A*iﬁ

Stainless steel Pillow blocks

| CINOXD
MODEL N. M boltused Kg
UCFL201 | 12 0.50
UCFL202 | 15 | 113 | 90 | 15 | 12 | 255 | 12 | 62 [ 333 | 31 | 127 | 183| 10 048
UCFL203 | 17 0.47
UCFL204 | 20 | 113 | 90 | 15 | 12 | 255 | 12 | 62 | 333 | 31 | 127 | 183 | 10 |045
UCFL205 | 25 | 130 | 99 | 16 | 14 | 27 | 16 | 68 | 358 | 341 | 143 | 198| 14 | 063
UCFL206 | 30 | 148 | 117 | 18 | 14 | 31 | 16 | 80 | 402 | 381 | 159 | 222 | 14 |0.85
UCFL207 | 35 | 161 | 130 | 19 | 16 | 34 | 16 | 90 | 444 | 429 | 175 | 254 14 | 12
UCFL208 | 40 | 175 | 144 | 21 | 16 | 36 | 16 | 100 | 512 | 492 | 190 | 302 | 14 | 16
UCFL209 | 45 | 180 | 148 | 22 | 18 | 38 | 16 | 112 | 522 | 492 | 19.0 [ 302 14 | 19
UCFL210 | 50 | 190 | 157 | 22 | 16 | 40 | 18 | 117 | 546 | 516 | 190 | 326 | 16 | 2.3
UCFL211 | 55 | 217 | 184 | 25 | 18 | 43 | 18 | 134 | 584 | 556 | 222 | 334 16 | 33
UCFL212 | 60 | 235 | 202 | 29 | 18 | 48 | 18 | 142 | 687 | 651 | 254 | 39.7| 16 | 43
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Technical Data Sheet l
Stainless steel Pillow blocks

UCP 200

MODELN.  mm ' M boltused  K(Q

UCP 201 12
UCP 202 15 | 302 | 127 | 9525 | 381 | 195 | 127 | 119 | 603 | 31 | 127 [ 183| 10 | 06
UCP 203 17

UCP 204 20 [ 333|127 | 95 | 39 | 19 | 13 | 16 | 641 | 31 | 127 | 183 | 10 | 0.66
UCP 205 25 | 365 | 140 | 105 | 39 | 19 | 13 | 16 | 70 | 341 | 143 | 198| 10 | 080
UCP 206 30 | 429 | 160 | 121 | 471 21 | 15 | 17 | 84 | 381 | 159 |222| 12 | 12
UCP 207 35 | 476 | 167 | 127 | 48 | 21 | 17 | 20 | 94 | 429 | 175 | 254| 14 | 17
UCP 208 40 | 492 | 184 | 137 | 55 | 22 | 17 | 20 |1012| 49.2 | 19.0 | 302 | 14 | 21
UCP 209 45 | 54 | 190 | 146 | 55 | 25 | 17 | 22 | 109 | 492 | 19.0 |302| 14 | 24
UCP 210 50 | 572|206 | 159 | 61 | 22 | 20 | 23 | 114 | 516 | 190 |326| 16 | 28
UCP 211 5 | 635|219 | 171 | 61 | 25 | 20 | 25 | 127 | 556 | 222 | 334| 16 | 35
UCP 212 60 | 698 | 238 | 184 | 68 | 25 | 20 | 25 | 140 | 651 | 254 | 397 | 16 | 47
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Stainless steel Pillow blocks

UCPA 200

Bi

2-s Tap

MODEL N. ' MM boltused Kg

UCPA201 | 12
UCPA202 | 15 |302 | 76 | 52 | 40 | 10 | 11 |62 | 13 [310 | 127 [ 183 | 10 | 06
UCPA203 | 17

UCPA204 | 20 (302 | 76 | 52 | 40 | 10 | 11 | 62 | 13 | 13 10 | 06
UCPA205 | 25 365 | 84 | 56 | 45 | 10 | 12 | 72 | 13 | 340 | 143 | 197 | 10 | 08
UCPA206 | 30 |429 | 94 | 66 | 50 | 14 | 12 | 84 | 18 | 381 | 159 [222 | 14 | 12
UCPA207 | 35 |476 | 110 | 80 | 55 | 14 | 13 | 95 | 20 | 429 | 175 | 254 | 14 | 17
UCPA208 | 40 | 492 | 116 | 84 | 58 | 14 | 13 [ 100 | 20 |49.2 | 190 /302 | 14 | 20
UCPA209 | 45 | 542 | 120 | 90 | 60 | 14 | 13 | 108 | 25 |492 | 190 302 | 14 | 22
UCPA210 | 50 |572 [ 130 | 94 | 64 | 16 | 14 |116 | 25 | 516 | 190 326 | 16 | 28
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Stainless steel Pillow blocks

UCT 200

INOX')
AR .
MODELN. mm
UCT201 | 12
UCT 202 | 15 [15.875 [10.319 | 50.8 | 31.75 [19.05 [50.8 |12 | 76.2 | 88.9 |93.662 |31.75 | 20.638 33.338 |61.119 | 31 [12.7 | 183 |065
UCT203 | 17
UCT204 | 20| 16 | 10 |51 | 32 | 9 |51 |12, 76 |89 | 94 |32 | 21 | 33 | 61 |31 [127]183/0.75
UCT205 | 25| 16 | 10 |51 | 32 | 19 |51 (12,76 |89 | 97 | 32 | 24 | 35 | 62 |[34.1[143]19.80.87
UCT206 | 30| 16 10 | 5 | 37 | 2 |57 (1289 |8 | 113 | 37 | 28 | 43 | 70 |381(159|222 (13
UCT207 | 35| 16 13 |64 | 37 | 2 |64 [12) 89 [102| 129 | 37 | 30 | 51 78 429175254 | 17
UCT 208 | 40 | 19 16| 83 | 49 | 29 |83 [16[102 |114 | 144 | 49 | 33 | 56 | 88 [492[19.0|30.2 | 25
UCT209 | 45 | 19 16 | 83 | 49 | 29 |83 [16102 |17 | 144 | 49 | 35 | 57 | 87 [492(19.0302 | 26
UCT210 | 50 | 19 16| 83| 49 | 29 |86 (16102 117 | 149 | 49 | 37 | 59 | 90 |51.6(19.0 326 |26
UCT211 |55 | 25 19 102 | 64 | 35 |95 (22130 [146 | 171 | 64 | 38 | 65 | 106 |556 (222|334 |43
UCT212 | 60 | 32 19 [ 102 | 64 | 35 [102 |22 130 (146 | 194 | 64 | 42 | 64 | 75 651|254 397 |50

mcr-components©2009

Due to continue technical improvements, specifications are subject to change without notice



