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V & Round PProo eess

Notes: *VL -/VLC -/VM - RT - Height 28.5mm. Notes: *RCW - also available with Steel, Stainless Steel & Kevlar (Aramid) reinforcement. 

**VMW - Cogged. **** VMW - NK -Not  Cogged. VMW - NK - 32 Height - 20mm.  ***RMDS ** RPD-AS: ESD - ratio 109-1010 OHMS per square. - Diameter 10.5mm. *** RMDS - High UV Resistance 
**VO-GT, VOS - Inch sizes only. ***VPY – Not standard.

Volta Belting Technology Ltd. www.voltabelting.com
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Index:  MPD - Minimum Pulley Diameter - Measurements for butt welding. In case of overlap welding please check the MPD with your  local distributor. 
PF - Pull Force (Kg) at minimum pretention (%).   CoF Notes: * VLW-32 - Height 19mm.

V-Pro�les VFC VL VLC VLB VLW VO VO - GT** VOS** VPZ VPZS VPY VPYS VPN VPNS VPF VPFS VMF VM VMS VMW** VMW-NK**** VH VHB

W

H

Hardness

Temp. Range

CoF (Steel)

76A 80A 80A 80A 80A 83A 83A 83A 86A/35D 86A/35D 86A/35D 86A/35D 88A/37D 88A/37D 88A/37D 88A/37D 90A/40D 90A/40D 90A/40D 95A/46D 95A/46D 100A/55D 100A/55D

-40º C to +50º C -40º C to +55º C -40º C to +55º C -40º C to +55º C -40º C to +55º C -40º C to +55º C -40º C to +55º C -40º C to +55º C -20º C to +50º C -20º C to +50º C -20º C to +50º C -20º C to +50º C -30º C to +60º C -30º C to +60º C -30º C to +60º C -30º C to +60º C -30º C to +60º C -30º C to +60º C -30º C to +60º C -30º C to +60º C -30º C to +60º C -20º C to +75º C -20º C to +75º C

0.65 0.55 0.55 0.55 0.55 0.55 0.55 0.55 0.40 0.40 0.40 0.40 0.38 0.38 0.38 0.38 0.45 0.45 0.45 0.36 0.36 0.28 0.28

No Yes Yes Yes Yes Yes Yes Yes No No No No No No No No No Yes Yes Yes Yes Yes Yes
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(0.5%)

MPD
(mm)

PF kg 
(1%)

MPD
(mm)

PF kg 
(1%)Width Heigth

Y 6 4 20 0.28 25 0.30

M 8 5.20 07.00407.00494.052 08.4521

3L 9.50 5.50 30 0.64 50409.054  

Z 10 6.50 45 1 45 1 45 1 06.60312157

A 13 8 07.0106107.0106161001415707.60807.6087.608822905.367822905.367628803.327628803.327213506.105210506.10506.10506.10532.104

B 17 11.50 75 2.90 75 2.90 75 2.90 75 18 75 2.90 75 2.90 72 17 103 6.10 112 39 103 6.10 112 39 110 6.40 118 43 110 6.40 118 43                 115 12.10 115 12.10 115 12.10 100 27 140 30 230 19.50 230 19.50

- 20 12.50 85 3.90  05.5205290.51521

C 22 14.50 2309223092040026303102541025419405105.018319405105.018314424101031442410103106.400106.40012200108.400108.400108.4001

- 25 16.50 110 6.30 05.140335401209.52561

D 32 21.50 04.01541425*41 04.01541 5507234512

E 40 27 180 270

*WCRNHR HRNWMRWMRR*S***DMRSMRMRSBPRBPRSPRNPRSZ RPD-AS**PRZPRSORORWLRBLRCLRRLdnuoR W
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Hardness

Temp. Range

CoF (Steel)

Certi�cations

Certi�cations

80A72A 76A

0.85 0.65

No

0.40

No

80A 80A 80A 83A 83A 86A 86A 88A88A 88A 88A 88A 90A 90A 95A 95A 95A 95A 100A 100A 63D

Diameter MPD
(mm)
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(1%)

MPD
(mm)

PF kg 
(1%)

MPD
(mm)

PF kg 
(1%)

MPD
(mm)

PF kg 
(1%)

MPD
(mm)

PF kg 
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(1%)

MPD
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PF kg 
(0.5%)Inch mm

5/64 2

20
25

30

40

45

0.50

0.95

1.13

65 1.50

0.23 20 0.20
0.35 25 0.30

30 0.40

40 0.75

62.00231.0920
30 0.31

40 0.54
50 0.85

60 1.22

80 2.18

0.13 160.05160.05160.051 40 0.60
1/8 3 06.00313.09213.09241.00241.00241.00241.002 60 1.40

5/32 4 10410445.08345.08352.00352.00352.00352.003 80 2.50
3/16 5 100 3.90

15/64 6 610622.175610622.17561.14555.083
1/4 6.30 3100102.65210157015706.20606.206

9/32 7
5/16 8 01061715902.40802.408910881.267910881.26750.22754560.184155155155
9/32 9
3/8 9.50 0205141091410918101109.559

23/64 10 55*0312200104.3592200104.35905.915902.39855.107
15/32 12

1/2 12.50
9/16 14

19/32 15 32003320030357106.4105106.4105156.73417205156.73414204152.753105.300105.300105.3001
5/8 16

23/32 18 4306343063230121208173081111717252101.502101.5021
3/4 19

25/32 20 09.520026.31091
1 25 

Hollow RFC - HL RO - HL RPN - HL

O.D

I.D

76A 83A 88A/37D

-40º C to +50º C -40º C to +55º C -30º C to +80º C

0.65 0.55 0.50

No Yes No

Size (mm) MPD
(mm)

PF kg 
(1%)

MPD
(mm)

PF kg 
(1%)

MPD
(mm)

PF kg 
(1%)O.D I.D

4.80 1.80
6.30 2.40

8 3.20
9.50 4

12.50 5.30
15 5.30
18 7.80
20 7.80

4.80

6.30

8

9.50

12.50

15

18

20

Notes: Connectors

***

RTB RFC

DVOS DVM

80A 80A 83A 83A 90A/40D

Inch 
Size

Size (mm) MPD
(mm)

PF kg
(1%)

MPD
(mm)

PF kg
(0.5%)

MPD
(mm)

PF kg
(1%)

MPD
(mm)

PF kg
(0.5%)

MPD
(mm)

PF kg
(1%)

45 2 45 2

50 3.20 50 22 50 3.20 53 22 80 13.40

W

H

16.30

*RFC-HL & RO-HL -15/18/20  Not standard

67.30

150 27

1.2550
2.0060
3.2575

5.2595

7.37110

25 3.10

100 22

2.70

3

60

60 360

4.1065 4.10654.1065

16.80155



Guides

Products 
Shore Hardness
Color
Cogged
Certi�cations

Size (mm) Add To Minimum Pulley DiameterWidth Height
6 4 25 NR NR NR NR NR 15

Note: Special guides: CFC, CFB, CLSC, VLSB-LT for low temperature (LT) belts; VLB-MD for metal detectable (MD) belts. 

8 5.20
10 6 35 45 50 65 55 70 22 30

13 8 40 50 60 85 60 80 28 35

17 11.50 60 75 85 115 85 110 40 50

20 12.50 NR 85 NR 125 NR NR NR NR

22 14.50 75 100 110 145 110 150 NR 65

Size (W x H) Minimum Pulley 
Diameter Cert.

Width Height
SH - 1300

W

H

100A/55D

0507.161
SH - 1301 0507.181
SH - 1302 0507.102
SH - 1305 0507.152
SH - 1306 0507.141
SH - 1310 06261
SH - 1311 06281
SH - 1312 06202
SH - 1313 0628
SH - 1314 0838
SH - 1320 59401
SH - 1325 5405.171

Special Pro�les

Products SPN - 1000 SPY - 1000 SM - 1400 TO - 9.5 TO 1/2 TO 9/16 SO 3/4 UO - 9.5

Illustration
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Hardness

Size
(mm)

Top Width

Height

Bottom Width 7805.953.801.3

MPD (mm)
Certi�cations

Certi�cations

No

No

No

No

Yes Yes Yes Yes Yes Yes Yes

Yes Yes Yes Yes Yes Yes

Products SH - 1200 TLW - 30 SLC - 2300 SLC - 2104 TTB - 15

Illustration
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H

w
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H

w

W

H

w

W

H

Hardness

Size
(mm)

Top Width

Height

Bottom Width 03.01222205.601.34

2.2

MPD (mm)

Notes: *TLW/30 - Cogged.

V & Round PProo eess
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TEMW - 25

80A

19.30

5.50

8

40

Yes

TEMB - 25 SLW ¾ TLB - 10 TLB - 15

H

W

w

SPF-MP

88A

15.70

13.60

NR

Yes

NR

40 NR 60 NR NR NR  2530



tions.

www.voltabelting.com  USA
Tel: +1 973 276 7905
Fax: +1 973 276 7908
Toll Free: 1-877-VOLTAUS

EUROPE
Tel: +31-546-580166
Fax: +31-546-579508

Belt Coating Materials

Products FSTF - ST 
Strips GWG - 4

Illustration

Description Foam & High
Grip Top

Foam & High
Grip Strips Wood Grip

Hardness

Size(mm)
Width*

Thickness

CoF  (Steel)
Temp. Range -40º C to +55º C

Notes: Width* - Maximum available width. **Foam -  Made from 65A shore material, actual hardness is lower.

Volta Belting makes no warranty with respect to any of its products for a particular 
purpose. See Volta General Terms and Conditions. 

Corporate Headquarters
Sales and Manufacturing
sales@voltabelting.com

USA
Tel: +1 973 276 7905
Fax: +1 973 276 7908
Toll Free: 1-877-VOLTAUS

EUROPE
Tel: +31-546-580166
Fax: +31-546-579508 

www.voltabelting.com    

Mini Pliers R - 8 F-51 Pliers for standard V and Round pro�le Easy Overlap Welding Tool

Note:  Width* - Maximum available width. **Height of Spikes above base belt is 2.8 mm. *** FELB-IST - Total belt thickness.

Belt Coating Materials for the Food Industry

Products

Illustration

Description Super Grip Multi Grip Wood Grip High Grip Spikes Spikes

Hardness 62A 62A 62A 62A 95A  80A

Size (mm)
Width* 50 50 70 1524 1524  1524

Thickness 4 6 4 2/ 2.5/ 3/ 4 2/ 2.5/ 3** 2/ 2.5/ 3**

CoF (Steel) 0.98 1.08 1.05 0.95 0.25 0.45

Temperature Range C º05+ ot C º04-C º06+ ot C º03-C º04+ ot C º02-

Saw Tooth

80A

1524

4***

0.45
-40º C to +50º C

FEMB/FEMW-SP

Copyright©2015 Volta Belting Technology Ltd.
CAT503EN00 - Ver.I - August 2016


